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[bookmark: _Toc377804433]GENERAL PROVISIONS
THIS PROJECT SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MICHIGAN DEPARTMENT OF TRANSPORTATION (MDOT) 2020 STANDARD SPECIFICATIONS FOR CONSTRUCTION EXCEPT AS NOTED HEREIN AND IN THE PROPOSAL BOOK.	Comment by Andrew Bates: This is said on the title sheet and in the Proposal Book.

THE TERM "ROAD COMMISSION" WHEN USED IN THE PROPOSAL AND THE PLANS SHALL MEAN THE BOARD OF COUNTY ROAD COMMISSIONERS OF THE COUNTY OF OAKLAND (RCOC).

CONTRACT PLANS FOR THE PROJECT HAVE BEEN DEVELOPED AND PREPARED BY THE ROAD COMMISSION <AND/OR CONSULTANT NAME>. IMMEDIATE PROJECT SUPERVISION AND INSPECTION WILL BE PERFORMED BY THE ROAD COMMISSION. 
	
DURING CONSTRUCTION OPERATIONS, THE CONTRACTOR SHALL NOT PERFORM WORK BY PRIVATE AGREEMENT WITH PROPERTY OWNERS ADJACENT TO THE PROJECT.  WORK MAY BE ALLOWED WHEN REQUESTED BY LOCAL MUNICIPALITIES, BUT ONLY WITH THE WRITTEN CONSENT OF THE ENGINEER.

THE CONTRACTOR SHALL CONDUCT HIS OPERATIONS IN SUCH A MANNER TO COMPLY WITH ALL FEDERAL, STATE, AND LOCAL CODES FOR NOISE LEVELS, VIBRATIONS, OR ANY OTHER RESTRICTIONS WHILE REMOVING PAVEMENT OR FOR ANY OTHER CONSTRUCTION OPERATIONS WITHIN THIS CONTRACT TO BE INCLUDED IN THE RESPECTIVE ITEM OF WORK.

IF THE WORK EXTENDS BEYOND THE SEASONAL SHUTDOWN IN THE ABSENCE OF ANY APPROVED EXTENSION OF TIME, NO COMPENSATION WILL BE DUE TO THE CONTRACTOR FOR ANY WINTER PROTECTION MEASURES THAT MAY BE REQUIRED BY THE ENGINEER.

THE CONTRACTOR AND/OR HIS/HER SUBCONTRACTOR SHALL NOTIFY "MISS DIG", THE ROAD COMMISSION AND THE MUNICIPALITY'S, FIRE, POLICE, AND PUBLIC WORKS DEPARTMENTS 3 WORKING DAYS PRIOR TO THE BEGINNING OF CONSTRUCTION. IN ADDITION, 48 HOURS ADVANCED NOTIFICATION IS REQUIRED FOR ANY ROAD CLOSURES OR CHANGES IN CONSTRUCTION STAGING.

NO USE OF PRIVATE PROPERTY BY THE CONTRACTOR OR ANY SUBCONTRACTORS SHALL OCCUR BEFORE THE PROJECT ENGINEER HAS WRITTEN AGREEMENT BETWEEN THE PROPERTY OWNER AND THE CONTRACTOR.  THIS AGREEMENT MUST BE PROVIDED BY THE CONTRACTOR AND MUST BE NOTARIZED BY A PUBLIC NOTARY.  IF SUCH USE DOES OCCUR BEFORE THE PROJECT ENGINEER HAS POSSESSION OF THE NOTARIZED AGREEMENT, THE PROJECT ENGINEER WILL ISSUE A NOTICE OF NON-COMPLIANCE SUSPENDING ALL WORK IMMEDIATELY UNTIL SUCH TIME AS A COPY OF THE WRITTEN, NOTARIZED PERMISSION IS SUBMITTED OR THE PROPERTY IN QUESTION HAS BEEN VACATED BY THE CONTRACTOR, OR ANY SUBCONTRACTORS, AND RESTORED TO ITS ORIGINAL CONDITION, WITH NO EXTENSION OF TIME OR ADDITIONAL COST FOR IDLE EQUIPMENT, DOWNTIME, ETC. TO THE ROAD COMMISSION FOR OAKLAND COUNTY.
[bookmark: _Toc377804434]UTILITIES	Comment by Andrew Bates: PLACE CONTACT INFORMATION HERE!  DO NOT PUT THE CONTACT INFO IN UTILITY COORDINATION NTB anymore.
THE UTILITIES AND THEIR LOCATIONS SHOWN ON THE PLANS ARE DEEMED ACCURATE BUT NOT GUARANTEED.

ALL WORK REQUIRED FOR LOCATING EXISTING UTILITIES IN ACCORDANCE WITH MICHIGAN PUBLIC ACT 174 OF 2013 SHALL NOT BE PAID FOR SEPARATELY.
 
THE CONTRACTOR SHALL LOCATE ALL ACTIVE UNDERGROUND UTILITIES PRIOR TO STARTING WORK AND SHALL CONDUCT HIS/HER OPERATIONS IN SUCH A MANNER AS TO ENSURE THAT THOSE UTILITIES NOT REQUIRING RELOCATION WILL NOT BE DISTURBED. 

CONCRETE, GRADE 3500, SHALL BE USED TO ENCASE UTILITIES THAT ARE IN CLOSE PROXIMITY TO THE PROPOSED STORM SEWER CONSTRUCTION AS DIRECTED BY THE ENGINEER INCLUDED IN STORM SEWER PAY ITEMS.

ALL STRUCTURES ARE TO BE OPENED BY THE CONTRACTOR FOR INSPECTION BY THE ENGINEER AND UTILITY REPRESENTATIVES FOR CONFIRMATION AND/OR CHANGE OF ADJUSTMENT AND RECONSTRUCTION QUANTITIES PRIOR TO BEGINNING ANY WORK.  PAYMENT FOR INSPECTION OF STRUCTURES SHALL BE PAID AS PART OF THE STRUCTURE ADJUSTMENT ITEMS. WHEN WORK IS BEING PERFORMED, THE CONTRACTOR SHALL NOTIFY THE ENGINEER AND UTILITY OWNER (UTILITY, CITY, OCWRC, ETC.) FOR INSPECTION.  WORK SHALL NOT BE ACCEPTED UNTIL WRITTEN ACCEPTANCE IS RECEIVED FROM UTILITY OWNER. UNSOUND PORTIONS OF EXISTING STRUCTURES SHALL BE REPAIRED TO MAINTAIN STRUCTURAL INTEGRITY AND SHALL BE PAID FOR AS PUBLIC UTILITY STRUCTURE, ADJ, ADD DEPTH (FT).

IF THE PLANS INDICATE AN EXISTING UNDERGROUND UTILITY IS OR WILL BE OUT OF SERVICE WITHIN THE LIMITS OF THIS CONTRACT, THE CONTRACTOR IS CAUTIONED TO TREAT SUCH A LINE AS IF IT WERE STILL IN SERVICE AND NOTIFY "MISS DIG" WHEN WORKING IN THE AREA OF THE OUT OF SERVICE FACILITY.

ALL UTILITY STRUCTURE COVERS SHALL BE REPLACED WITHIN THE RECONSTRUCTION/REHABILITATION SECTIONS AND SHALL BE SUPPLIED BY THE UTILITY COMPANIES OR MUNICIPALITIES.  THE CONTRACTOR SHALL CONTACT SPECIFIC UTILITY COMPANIES OR MUNICIPALITIES TO ARRANGE NEW STRUCTURE COVERS. 	Comment by Peters, Andrew: This needs to be verified by the local communities as well.

THE FOLLOWING UTILITY COMPANIES HAVE FACILITIES WITHIN THE PROJECT LIMITS AND MAY BE RELOCATING OR REPLACING FACILITIES, WHICH MAY OR MAY NOT BE SHOWN ON THE PLANS IN CONJUNCTION WITH THE PROPOSED ROADWORK. THE CONTRACTOR OR SUBCONTRACTOR MAY BE REQUIRED TO COORDINATE THEIR OPERATIONS WITH THESE AND/OR OTHER UTILITIES AS DIRECTED BY THE ENGINEER. NO ADDITIONAL PAYMENT OF COMPENSATION WILL BE ALLOWED FOR THIS ACTIVITY.
GAS
CONSUMERS ENERGY
ERNEST MARTYNIUK 	Comment by Rogers, Jerome: Townships overseen: (Brandon, Oxford, Addison, Orion, Oakland, Pontiac, Avon, Royal Oak)
4600 COOLIDGE HWY.
ROYAL OAK, MICHIGAN 48073
(248) 433-5868

CONSUMERS ENERGY
CHERI PAYNE 	Comment by Rogers, Jerome: Townships overseen: (Holly, Groveland, Springfield, Independence, White Lake, Waterford, Bloomfield, Troy, Southfield)
14500 DIXIE HWY.
HOLLY, MICHIGAN 48442
(248) 497-5771

CONSUMERS ENERGY
CHRIS SCHNEIDER 	Comment by Rogers, Jerome: Townships overseen: (Commerce, Wixom, West Bloomfield, Lyon, Novi, Farmington, Northville)
11801 FARMINGTON ROAD
LIVONIA, MI 48150
(734) 513-6277

CONSUMERS ENERGY
BOB MCLACHLAN 	Comment by Rogers, Jerome: Townships overseen: (Rose, Highland)
1000 GRAND OAKS DRIVE
HOWELL, MI 48843
(517) 545-8737

FOR EMERGENCIES, CALL 1-800-477-5050
NOTE: GAS FACILITIES SHALL BE PROTECTED AND SUPPORTED PER THE FACILITIES OWNER STANDARDS.

DTE GAS
DAVE ORZEL
ONE ENERGY PLAZA
DETROIT, MI 48826
(313 )235-1135

ENBRIDGE ENERGY
BRANDON WAGNER
9185 PARSHALLVILLE RD.
FENTON, MI 48430
(810) 629-1461

BUCKEYE PARTNERS, L.P.
TIM NEWMAN
TNEWMAN@BUCKEYE.COM
ONE GREENWAY PLAZA, SUITE 600
HOUSTON, TX 77046
(832) 615-8600
TELECOMMUNICATIONS
AT&T
MATT SLIWA
MS6913@ATT.COM
54 N. MILL ST
PONTIAC, MICHIGAN 48342
BUS: (248) 456-0829
CELL: (248) 877-0762
FOR EMERGENCIES, CALL 1-800-515-7272
NOTE: AT&T STRUCTURES WILL BE ADJUSTED BY OTHERS.  THE CONTRACTOR SHALL COORDINATE THEIR WORK WITH AT&T.	Comment by Andrew Bates: (This is true, but not always.  Coordinate with Mike Kossak, Utility Coordinator, RCOC) and ATT

CHARTER COMMUNICATIONS
JOHN TOTH
7273 DAVISON RD
DAVISON, MI 48423
(810) 658-5145

CENTURYLINK
DAVE HUCKFELDT
DAVE.HUCKFELDT@LUMEN.COM
100 S. CINCINATTI AVE., SUITE 1200
TULSA, OK 74103
(517) 812-2592

FIBERLINK
JOEL JARVIS
P.O BOX 701
LAPEER, MI 48446
(810) 667-2891

VERIZON
MICHAEL BRUNING
MICHAEL.BRUNING@VERIZONWIRELESS.COM
1366 DUBLIN ROAD
COLUMBUS, OH 43215
BUS: (614) 921-8636
CELL: (248) 794-7906

COMCAST CABLE
MIKE MARLOW
25626 TELEGRAPH ROAD
SOUTHFIELD, MICHIGAN 48033
(313) 304-9996
OAKLAND COUNTY DEPARTMENT OF INFORMATION TECHNOLOGY
TROY DEATHERAGE, DEPUTY DIRECTOR	Comment by Andrew Bates: Always Troy D.
1200 N. TELEGRAPH ROAD
BLDG. 49 WEST
PONTIAC, MICHIGAN 48341-0421
(248) 585-5269

COUNTY DRAIN, WATER, AND SEWERAGE
OFFICE OF THE OAKLAND COUNTY WATER RESOURCE COMMISSIONER
BRIAN BENNETT, P.E.
1 PUBLIC WORKS DRIVE
WATERFORD, MICHIGAN 48328
MAIN: (248) 858-0958
DIRECT:(248) 452-9194

CITY OF…
VILLAGE OF… 
TOWNSHIP OF… WATER AND SEWER DEPARTMENT
NOTE: WATER SHUTOFFS, OTHER THAN SHUTOFFS INCLUDED IN HYDRANT RELOCATIONS, SHALL BE LOCATED OR ABANDONED BY THE APPROPRIATE MUNICIPALITY'S DEPARTMENT OF PUBLIC WORKS (DPW).

SANITARY HOUSE LEADS NEED TO BE VERIFIED IN THE FIELD. AS BUILT INFORMATION DOES NOT INCLUDE HOUSE LEADS.

CONSTRUCT SANITARY SEWER ACCORDING TO OAKLAND COUNTY WATER RESOURCES COMMISSIONER SPECIFICATIONS AND DETAILS.

SALVAGE EXISTING SANITARY SEWER STRUCTURE COVERS.
WATER
DETROIT WATER AND SEWER DEPARTMENT
DALE ECHOLS, ESS RTA 	Comment by Andrew Bates: Always Dale E.
NORTH ADMINISTRATION BUILDING 
CENTRAL SERVICES FACILITY – CSF, DWSD ENGINEERING 1ST FLOOR 
6425 HUBER ST. 
DETROIT, MI 48213 
(313) 267-4857

SOUTHEASTERN OAKLAND COUNTY WATER AUTHORITY (SOCWA)
BOB JACKOVICH
3910 W. WEBSTER
ROYAL OAK, MI 48073
BUS: (248) 288-5150
CELL: (248) 229-9815
FAX: (248) 288-7527
NOTE: SOCWA WILL PROVIDE NEW COVERS FOR THEIR STRUCTURES.  THE CONTRACTOR SHALL NOTIFY THE SOCWA REPRESENTATIVE TO OBTAIN THE COVERS AND REPLACE STRUCTURE COVERS BEING ADJUSTED WITHIN THE PROJECT LIMITS.	Comment by Andrew Bates: This may not always be true. Verify
 
ELECTRIC
DTE ENERGY
CARL FORD
37849 INTERCHANGE DR.
FARMINGTON HILLS, MI 48335
248-427-2937
FORDC@DTEENERGY.COM
FOR EMERGENCIES, CALL 1-800-477-5050

NOTE: EXISTING STREET LIGHTS WILL BE REMOVED OR RELOCATED BY OTHERS. THE ENGINEER SHALL COORDINATE THE REMOVAL WITH DETROIT EDISON COMPANY AND THE APPROPRIATE MUNICIPALITY PRIOR TO CONSTRUCTION OF THE PROJECT.

MASS TRANSPORTATION SYSTEM
SMART BUS
KEVIN HOBSON
2021 BARRETT STREET
TROY, MI 48084
(248) 419-7906



TRAFFIC SIGNALS
ROAD COMMISSION FOR OAKLAND COUNTY TRAFFIC OPERATIONS CENTER
STEVE WHEELER	Comment by Andrew Bates: Always Steve W. for TOC.
1200 N. TELEGRAPH, WEST 49
PONTIAC, MI 48341
(248) 858-7250
[bookmark: _Toc377804438]PERMITS AND FEES
[bookmark: _Toc377804439]UTILITIES
THE ROAD COMMISSION HAS APPLIED FOR ALL NECESSARY PERMITS.  THE CONTRACTOR SHALL BE REQUIRED TO FULFILL ANY/ALL REQUIREMENTS TO OBTAIN THE NECESSARY PERMITS PRIOR TO WORK ON FACILITIES AS OUTLINED IN THE SPECIAL PROVISION “PERMIT AND INSPECTION FEES.”  PRIOR TO WORK ON FACILITIES BELONGING TO THE PERMIT AGENCIES, A MINIMUM OF 72 HOUR NOTICE MUST BE GIVEN IN ORDER TO INSURE PROPER INSPECTION BY THE RESPECTIVE AGENCIES.

THE CONTRACTOR SHALL BE REQUIRED TO OBTAIN ALL NECESSARY PERMITS PRIOR TO WORK ON THE FOLLOWING UTILITIES:
AT&T
EGLE JOINT PERMIT APPLICATION FOR WETLANDS, INLAND LAKES AND STREAMS, AND FLOODPLAINS.
EGLE NPDES NOTICE OF COVERAGE (NOC)
<OR>
NO KNOWN PERMIT NEED FUTURE PROCESSING BY THE CONTRACTOR AT THIS TIME.
[bookmark: _Toc377804440]MUNICIPALITIES
NO PERMITS ARE REQUIRED FOR WORKING IN OR AROUND MUNICIPAL ROADS.
[bookmark: _Toc377804441]MICHIGAN DEPARTMENT OF TRANSPORTATION (MDOT) RIGHT-OF-WAY (ROW)
THIS PROJECT CONSISTS OF WORKING IN MDOT ROW.  THE CONTRACTOR SHALL FULFILL ALL REQUIREMENTS STATED BY MDOT PERMIT PRIOR TO BEGINNING WORK.  REFER TO MDOT PERMIT IN CONTRACT FOR MORE DETAILS.
[bookmark: _Toc377804442]REFERENCED PLANS
THE FOLLOWING ROAD PLANS WERE REFERRED TO IN THE DESIGN OF THIS PROJECT
· RCOC PROJECT NUMBER: XXXXX 

IN ADDITION, OTHER ROAD PLANS THAT PREDATE THIS PROJECT MAY BE AVAILABLE.
[bookmark: _Toc377804443]RIGHT-OF-WAY / REAL ESTATE
ROAD RIGHT-OF-WAY SHOWN ON THE PLANS ARE FROM OAKLAND COUNTY’S INFORMATION TECHNOLOGY DEPARTMENT, GEOGRAPHICAL INFORMATION SYSTEM (GIS) UNIT AND DEEMED ACCURATE BUT NOT GUARANTEED.	Comment by Mitchell, Adam: This note only applies to projects where we don’t have full survey or where we don’t have any ROW needs. 





[bookmark: _Toc377804444]TRAFFIC SAFETY
[bookmark: _Toc377804445]TEMPORARY (CONSTRUCTION) TRAFFIC CONTROL
VARIATION 1 – THROUGH TRAFFIC
THROUGH TRAFFIC WILL BE MAINTAINED DURING CONSTRUCTION IN ACCORDANCE WITH THE CONSTRUCTION SIGNING DIAGRAM AND THE ROAD COMMISSION FOR OAKLAND COUNTY SPECIAL PROVISION FOR “MAINTAINING TRAFFIC" IN THE PROPOSAL.  

VARIATION 2 – CLOSED TO THROUGH TRAFFIC
TRAFFIC WILL BE CLOSED TO THROUGH TRAFFIC IN ACCORDANCE WITH THE CONSTRUCTION SIGNING DIAGRAM AND THE ROAD COMMISSION FOR OAKLAND COUNTY SPECIAL PROVISION FOR “MAINTAINING TRAFFIC" IN THE PROPOSAL.  

THE CONTRACTOR SHALL CONDUCT HIS/HER OPERATIONS IN SUCH A MANNER THAT LOCAL TRAFFIC AND EMERGENCY VEHICLES SHALL HAVE ACCESS WITHIN THE PROJECT AT ALL TIMES IN A MANNER APPROVED BY THE ENGINEER. THIS SHALL BE INCLUDED IN THE COST OF THE PROJECT. 

ADDITIONAL SIGNS AND BARRICADES NECESSARY TO PROTECT TRAFFIC, AS DIRECTED BY THE ENGINEER, SHALL BE PAID FOR BY THEIR APPROPRIATE PAY ITEM.  HOWEVER, ADDITIONAL DEVICES FOR CONTRACTOR CONVENIENCE, AS DETERMINED BY THE ENGINEER, WILL NOT BE PAID FOR.

THE CONTRACTOR SHALL PLACE AND MAINTAIN THE REQUIRED BARRELS, BARRICADES, AND/OR CHANNELIZATION DEVICES AT ALL PAVEMENT EDGE DROP-OFFS GREATER THAN 2 INCHES TO PROTECT TRAFFIC AND THE WORK PER APPLICABLE MDOT STANDARD DETAILS AS DIRECTED BY ENGINEER.

MAINTAINING TRAFFIC SHALL BE INCLUDED IN THE COST OF TRAFFIC CONTROL ITEMS DURING CONSTRUCTION OF THE PROJECT. THE FOLLOWING TRAFFIC CONTROL MEASURES HAVE BEEN INCORPORATED IN THIS PROJECT AS PAY ITEMS AS DIRECTED BY THE ENGINEER.

[bookmark: _Hlk47081579]MAINTENANCE GRAVEL (TON)	Comment by Peters, Andrew: These can be removed if specified other places in the plans (likely).
BARRICADE, TYPE III, HIGH INTENSITY, DOUBLE SIDED, LIGHTED, FURN (EA)
BARRICADE, TYPE III, HIGH INTENSITY, DOUBLE SIDED, LIGHTED, OPER (EA)
DUST PALLIATIVE, APPLIED (TON)
TRAF REGULATOR CONTROL (LSUM)
LIGHTED ARROW, TYPE C, FURN (EA)
LIGHTED ARROW, TYPE C, OPER (EA)
MINOR TRAF DEVICES (LSUM)
PLASTIC DRUM, FLUORESCENT, FURN (EA)
PLASTIC DRUM, FLUORESCENT, OPER (EA)
CHANNELIZING DEVICE, 42 INCH, FLUORESCENT, FURN (EA)
CHANNELIZING DEVICE, 42 INCH, FLUORESCENT, OPER (EA)
SIGN COVER, (EA)
SIGN, TYPE B, TEMP, PRISMATIC, FURN (SFT)
SIGN, TYPE B, TEMP, PRISMATIC, OPER (SFT)
SIGN, TYPE B, TEMP, PRISMATIC, SPECIAL, FURN (SFT)
SIGN, TYPE B, TEMP, PRISMATIC, SPECIAL, OPER (SFT)

REMOVABLE AND/OR NON-REMOVABLE TEMPORARY PAVEMENT MARKINGS HAVE BEEN INCLUDED IN THE PROJECT TO BE USED AS DIRECTED BY THE ENGINEER TO MAINTAIN TRAFFIC WITHIN THE PROJECT LIMITS.  THE PAINT PAVEMENT MARKINGS (NON-REMOVABLE) HAVE BEEN INCLUDED FOR USE ON THE MILLED PAVEMENT SURFACE AND/OR HMA LEVELING LAYERS AND THE TAPE PAVEMENT MARKINGS (REMOVABLE) HAVE BEEN INCLUDED FOR USE ON THE HMA FINAL SURFACE AS DIRECTED BY THE ENGINEER.

MAINTENANCE GRAVEL (TON) HAS BEEN INCLUDED IN THE PROJECT TO BE USED AS DIRECTED BY THE ENGINEER TO MAINTAIN VEHICULAR AND PEDESTRIAN TRAFFIC WITHIN THE PROJECT. 

DUST PALLIATIVE, APPLIED (TON) HAS BEEN INCLUDED IN THE PROJECT TO BE USED AS DIRECTED BY THE ENGINEER TO CONTROL DUST WITHIN THE PROJECT LIMITS.

TO MAINTAIN STREET APPROACH ACCESS, CONSTRUCT TEMPORARY HMA RAMP WHEN DIRECTED BY ENGINEER TO MAINTAIN A SMOOTH RIDE QUALITY.  REFER TO DETAIL IN THE PLANS FOR ITEMS OF WORK AND PAY ITEMS.

VARIATION 1
PART-WIDTH CONSTRUCTION OR PAVEMENT GAPPING AT COMMERCIAL/RESIDENTIAL DRIVEWAYS AND SIDE STREET APPROACHES TO MAINTAIN ACCESS SHALL BE INCLUDED IN THE COST PAVING PAY ITEMS.

VARIATION 2
PAVEMENT GAPPING (FT) HAS BEEN INCLUDED IN THE PROJECT TO BE USED WHERE DIRECTED BY THE ENGINEER AND SHALL BE MEASURED AND PAID IN ACCORDANCE WITH SECTION 812 “TEMPORARY TRAFFIC CONTROL FOR CONSTRUCTION ZONE OPERATIONS” OF THE MDOT STANDARD SPECIFICATIONS.

[bookmark: _Toc377804446]PERMANENT TRAFFIC CONTROL
THE PAY ITEM, “SINUSOIDAL CORRUGATIONS, MILLED, HMA CENTERLINE, RCOC (FOOT)” OR “SINUSOIDAL CORRUGATIONS, MILLED, CONC CENTERLINE, RCOC (FOOT)” IS INCLUDED IN THIS PROJECT.  CENTERLINE CORRUGATIONS ARE TO BE CONSTRUCTED IN ACCORDANCE WITH THE PROPOSAL AND MDOT STANDARD PLAN SERIES R-112 AS DIRECTED BY THE ENGINEER, EXCEPT THAT CENTERLINE CORRUGATIONS SHALL BE CONSTRUCTED ALONG PORTIONS OF THE ROADWAY WHERE THE POSTED SPEED OF THE ROADWAY IS 45 MILES PER HOUR OR GREATER. CENTERLINE CORRUGATIONS SHALL NOT BE CONSTRUCTED WHERE THE POSTED SPEED OF THE ROADWAY IS 40 MILES PER HOUR OR LESS.	Comment by Peters, Andrew: This pay item use needs confirmed with RCOC Traffic and County HW Engineer.
[bookmark: _Toc377804447]EARTHWORK
[bookmark: _Toc377804448]PEAT EXCAVATION
IN EXCAVATION, PEAT (CYD) AREAS (METHOD A-1) NOT REQUIRING FABRIC APPLICATIONS, THE CONTRACTOR MAY ELECT TO FILL BETWEEN EXISTING GROUND ELEVATION AND THE PROPOSED EARTH GRADE WITH SUITABLE EXCAVATED SURPLUS MATERIALS AS APPROVED BY THE ENGINEER. 

VARIATION 1
THESE SURPLUS MATERIALS INCORPORATED INTO MAKING EXCAVATION, PEAT FILLS SHALL NOT BE PAID FOR AS BACKFILL, SWAMP (CYD) BUT SHALL BE INCLUDED IN EXCAVATION, EARTH (CYD). THE ADJUSTMENT IN THE CONTRACT WILL BE ALLOWED FOR INCREASES OR  DECREASES IN PLAN QUANTITIES. 

VARIATION 2
THESE SURPLUS MATERIALS INCORPORATED INTO MAKING GRADE SHALL BE PAID AS PART OF EMBANKMENT, CIP (CYD).  NO ADJUSTMENT IN THE CONTRACT WILL BE ALLOWED FOR INCREASES OR DECREASES IN PLAN QUANTITIES.

BACKFILL, SWAMP (CYD) IS SET UP AS A SEPARATE PAY ITEM AND IS TO BE USED IN ALL AREAS OF EXCAVATION, PEAT (CYD) THAT REQUIRES FABRIC APPLICATION.  BACKFILL, SWAMP (CYD) SHALL BE UTILIZED TO AN ELEVATION OF 2.0 FEET ABOVE EXISTING GRADE.  BACKFILL BEYOND THIS 2.0 FOOT LIMIT SHALL BE PAID AS EMBANKMENT, CIP (CYD).

THE CONTRACTOR SHALL DISPOSE OF ALL EXCAVATED PEAT AT AN UPLAND SITE OUTSIDE OF THE PROJECT LIMITS, AS APPROVED BY THE ENGINEER.  NO SEPARATE PAYMENT WILL BE MADE FOR LOADING, HAULING, OR DISPOSING OF THE EXCAVATED UNSUITABLE MATERIALS, BUT SHALL BE INCLUDED IN THE COST OF EXCAVATION, PEAT (CYD)
[bookmark: _Toc377804449]GRADING
ALL NATURAL SOIL LEFT IN PLACE, IN CUT SECTIONS, SHALL BE COMPACTED TO NOT LESS THAN 95 PERCENT OF MAXIMUM UNIT WEIGHT TO A MINIMUM DEPTH OF 12 INCHES.

THE LIMIT OF EARTH DISTURBANCE SHALL BE THE SLOPE STAKE LINE UNLESS OTHERWISE DIRECTED BY THE ENGINEER. 

ALL SLOPES SHALL BE CLASS A SLOPES.	Comment by Andrew Bates: Must keep in notes.

AREAS DISTURBED BY THE CONTRACTOR OR SUBCONTRACTOR SHALL BE RESTORED AS SPECIFIED IN THE SOIL EROSION AND SEDIMENTATION CONTROL PLANS OR DIRECTED BY THE ENGINEER. NO ADDITIONAL PAYMENT OR COMPENSATION WILL BE ALLOWED FOR AREAS DISTURBED OUTSIDE THE SLOPE STAKE LINE. 

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO THE PROPERTY BEYOND THE SLOPE STAKE LINE, INCLUDING EXISTING FENCING, LAWN, TREES, SHRUBBERY, PAVEMENT AND SIDEWALKS.
[bookmark: _Toc377804450]AGGREGATES
WATER REQUIRED FOR COMPACTION SHALL BE INCLUDED IN THE COST OF EARTHWORK PAY ITEMS.
[bookmark: _Toc377804451]CURB AND PAVEMENT REMOVAL
THE REMOVAL OF INTEGRAL CURB AND GUTTER AND CURB AND GUTTER ADJACENT TO CONCRETE PAVEMENT SHALL BE PAID FOR AS PAVT, REM (SYD).  

SAWING FOR PAVEMENT REMOVAL TO THE DEPTH REQUIRED FOR NEAT REMOVAL OF PAVEMENTS OR CURBS SHALL BE INCLUDED IN THE REMOVAL ITEM.  SAWING DEPTH SHALL BE ADEQUATE TO PREVENT SPALLING, CHIPPING OR DAMAGE TO EXISTING PAVEMENT EDGES LEFT IN PLACE AS DIRECTED BY THE ENGINEER.

THE LOCATION OF ALL CURB REMOVAL, PROPOSED CURB, AND CURB DROPS SHOWN ON THE PLANS ARE TO BE VERIFIED IN THE FIELD BY THE ENGINEER PRIOR TO CONSTRUCTION.  
[bookmark: _Toc377804452]SUBGRADE UNDERCUTTING
FINAL QUANTITY AND LOCATIONS FOR SUBGRADE UNDERCUTTING, OF ALL TYPES, IS AN ESTIMATED QUANTITY AND WILL BE DETERMINED DURING CONSTRUCTION BY THE ENGINEER.

THE SOIL REPORT SHOWS THAT THERE IS BURIED TOP SOIL THAT MAY IMPACT THE ROADWAY FOUNDATION AND UNDERCUTTING OF THE SUBGRADE MAY BE REQUIRED. AS DIRECTED BY THE ENGINEER, THIS MATERIAL IS TO BE EXCAVATED BY UNDERCUTTING PAY ITEMS.	Comment by Mitchell, Adam: Do you have buried top soil? If so, you will want to use this note in the plans.
[bookmark: _Toc377804453]EMBANKMENT
VARIATION 1 – USE WITH NEW ROAD CONSTRUCTION.
EMBANKMENT REQUIRED FOR SIDEWALK CONSTRUCTION IS INCLUDED IN THE COST OF EXCAVATION, EARTH, RCOC (SYD). EMBANKMENT REQUIRED FOR ROADWAY CONSTRUCTION, INCLUDING BUT NOT LIMITED TO BACKFILL BEHIND BACK OF CURB AND NEW SUBGRADE, IS PAID FOR SEPARATELY AS EMBANKMENT, CIP (CYD).  

VARIATION 2 – USE WITH SIMPLE MILL AND FILL CONSTRUCTION
BACKFILL BEHIND ALL PROPOSED CURB WITH SOUND EARTH FILL SHALL BE INCLUDED IN THE PRICE FOR CURB AND GUTTER PAY ITEMS.  ADDITIONAL BACKFILL MATERIAL WILL NOT BE PAID FOR SEPARATELY.
[bookmark: _Toc377804454]EARTH EXCAVATION
WHEN THE PROJECT IS OPEN TO THROUGH TRAFFIC, ROADWAY EXCAVATION ON BOTH SIDES OF THE ROAD AT THE SAME TIME WILL NOT BE PERMITTED. THE CONTRACTOR SHALL BRING ONE SIDE UP TO THE EXISTING EDGE WITH PAVING MATERIALS PRIOR TO BEGINNING EXCAVATION OPERATIONS ON THE OTHER SIDE. PART WIDTH CONSTRUCTION WILL NOT BE PAID FOR SEPARATELY.

EXCAVATION DROP-OFFS GREATER THAN 8 INCHES SHALL BE PROTECTED BY 4 FT TALL ORANGE PLASTIC SAFETY FENCE (SNOW FENCE) SECURELY ATTACHED TO GROUND DRIVEN STAKES WHEN LEFT OVERNIGHT.  SAFETY FENCING SHALL BE MAINTAINED UNTIL AREA IS WITHIN 8 INCHES OF ADJACENT GRADE. PAYMENT FOR THIS WORK IS INCLUDED IN MINOR TRAF DEVICES (LS).

EXCAVATION, EARTH, RCOC (SYD) QUANTITY IS USED FOR DRIVEWAYS, SIDE STREETS, SIDEWALK CONSTRUCTION AND OTHER AREAS DESIGNATED ON THE PLANS.  THIS PAY ITEM INCLUDES EMBANKMENT, AND ALL COSTS ASSOCIATED WITH IT.  THE EXCAVATION, EARTH (CYD) QUANTITY IS USED FOR ROADWAY CONSTRUCTION AS SHOWN ON THE TYPICAL CROSS SECTIONS.

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PROVIDE TEMPORARY STORAGE AREAS FOR EXCAVATION, EARTH, RCOC (SYD) OR EXCAVATION, EARTH (CYD) WHICH MAY BE USED AS EMBANKMENT MATERIAL IN OTHER AREAS IF IT IS SUITABLE MATERIAL AS DETERMINED BY THE ENGINEER. ANY EXTRA HANDLING OF EXCAVATED MATERIAL IS CONSIDERED INCLUDED IN THE THESE PAY ITEMS.	Comment by Andrew Bates: I thought we didn’t want this?  Was this for peat fill?

WHERE EMBANKMENT, CIP (CYD) IS PLACED, ALL VEGETATION AND TOPSOIL WILL BE REMOVED PRIOR TO PLACEMENT.  THE REMOVAL WILL BE PAID FOR AS EXCAVATION, EARTH (CYD).  A QUANTITY, BASED UPON AN ASSUMED REMOVAL DEPTH OF 6 INCHES, HAS BEEN INCLUDED IN THE PLAN QUANTITY FOR EXCAVATION, EARTH (CYD).  IF THE DEPTH IS PREDOMINANTLY LESS THAN 6 INCHES, PLAN QUANTITY WILL NOT BE CHANGED.  IF THE DEPTH IS PREDOMINANTLY MORE THAN 6 INCHES, CHANGES WILL BE MADE IN ACCORDANCE WITH SECTION 109.01.A.

INVASIVE SPECIES DECONTAMINATION	Comment by Mitchell, Adam: Only applies when Phragmites are located within project limits.
TO PREVENT THE SPREAD OF INVASIVE SPECIES THROUGHOUT THE PROJECT AREA, ALL EQUIPMENT AND PERSONAL PROTECTIVE EQUIPMENT MUST BE WASHED FOLLOWING THE MICHIGAN DEPARTMENT OF NATURAL RESOURCES (MDNR) QUALITY OF LIFE (QOL) POLICY AND PROCEDURE FOR INVASIVE SPECIES DECONTAMINATION FOR FIELD OPERATIONS (QOL-2-2014). EQUIPMENT MUST BE WASHED PRIOR TO THE START OF THE PROJECT; AND IMMEDIATELY AFTER ENCOUNTERING INVASIVE SPECIES ALONG THE PROJECT CORRIDOR. THIS WORK WILL BE PAID FOR AS PART OF MOBILIZATION, MAX. __ (LSUM).

SEE THE FOLLOWING LINK FOR MORE INFORMATION: HTTPS://WWW.MICHIGAN.GOV/DOCUMENTS/DEQ/QOL-WRD-POLICY-INVASIVE-SPECIES-DECONTAMINATION_476846_7.PDF 
[bookmark: _Toc377804455]SOIL BORINGS AND PAVEMENT CORES
THE SOIL BORINGS LOGS DEPICT POINT LOCATIONS AND DO NOT INFER THAT THE SURFACE OR SUBSURFACE CONDITIONS ARE THE SAME IN OTHER AREAS.  BORINGS AND PAVEMENT CORES LOCATIONS ARE SHOWN ON THE PLANS.  SOIL AND CORE LOGS ARE INCLUDED IN THE SPECIFICATIONS.

SOIL BORINGS AND PAVEMENT CORES BY: SCHLEEDE-HAMPTON ASSOCIATES, INC. BIRMINGHAM, MICHIGAN.  SHA PROJECT NUMBER 662088. TAKEN ON 1/14/2013	Comment by Andrew Bates: Change these!

AND/OR

ROAD COMMISSION FOR OAKLAND
WATERFORD, MICHIGAN
DATE: 1/14/2013
[bookmark: _Toc377804457]GUARDRAIL
POSTS PLACED WITHIN 3’ OF EXISTING CULVERTS SHALL BE CONSTRUCTED IN HAND AUGURED HOLES AND SHALL NOT BE DRIVEN TO PREVENT DAMAGE TO CULVERTS.
[bookmark: _Toc377804458]PAVING
NEW OR ADJUSTED STRUCTURES WITHIN THE HMA OR CONCRETE ROADWAY SHALL BE BACKFILLED WITH GRANULAR MATERIAL CLASS II UP TO THE SUBGRADE ELEVATION, OR TO AN ELEVATION DETERMINED BY THE ENGINEER.  AFTER FINAL ADJUSTMENT OF THE STRUCTURE TO THE PROPOSED ELEVATION, THE VOID AREA AROUND THE STRUCTURE SHALL BE COMPLETELY BACKFILLED WITH CONCRETE MIXTURE AS DIRECTED BY THE ENGINEER, TO PROVIDE A STABLE BASE AROUND THE STRUCTURE WHICH SHALL BE INCLUDED IN THE COST OF THE NEW OR ADJUSTMENT ITEM.  A MINIMUM 24 HOURS CURE TIME SHALL BE PROVIDED PRIOR TO BEGINNING PAVING OPERATIONS IN THESE AREAS.

IF EXISTING REINFORCING STEEL, TIE BARS, OR OTHER STEEL IS ENCOUNTERED DURING THE MILLING OF THE EXISTING PAVEMENT, IT SHALL BE REMOVED BY THE CONTRACTOR AS DIRECTED BY THE ENGINEER AND THE COST OF REMOVAL SHALL NOT BE PAID FOR SEPARATELY, BUT SHALL BE INCLUDED IN THE COST OF MILLING.
[bookmark: _Toc377804459]HMA PAVING
ALL LONGITUDINAL JOINTS SHALL BE CONSTRUCTED WITH THE USE OF A JOINT MATCHING SHOE.

QUANTITY FOR PAVED SHOULDERS IS INCLUDED IN MAINLINE HMA PAVING PAY ITEMS.

CONSTRUCTION JOINTS AT EXISTING SURFACES SHALL BE BUTT JOINTS. 

VARIATION 1
FEATHERED JOINTS WILL NOT BE ALLOWED WHEN CONSTRUCTING DRIVE APPROACHES.

VARIATION 2
FEATHERED JOINTS ARE ALLOWED WHEN CONSTRUCTING DRIVE APPROACHES.

REMOVING HMA PATCHES THAT MAY COMPROMISE THE PERFORMANCE OF THE OVERLAY (501.03.C.7), THAT ARE NOT OTHERWISE CALLED OUT ON THE PLANS, SHALL BE DIRECTED TO BE DONE AS DIRECTED BY THE ENGINEER AND BE REMOVED AND PAID FOR AS COLD MILLING HMA SURFACE (SYD).	Comment by Andrew Bates: Use in PM Jobs where you don’t need to put in pay items HMA Patch, Rem and Inlet Protections.

THE INSTALLATION OF INLET PROTECTION DEVICES FOR PROTECTION OF DRAINAGE STRUCTURES DURING CONSTRUCTION IN ACCORDANCE WITH SECTION 208 (403.03.A.9) IS NOT REQUIRED FOR MILLING OR HMA OPERATIONS.

HMA FOR AUXILIARY, TAPER LANES, AND RADIAL SURFACES WITHIN CROSSROADS SHALL BE CONSIDERED AS PART OF MAINLINE PAVEMENT QUANTITIES AS SHOWN ON PLANS.  SEE HMA APPLICATION ESTIMATE AND DETAILS FOR MORE INFORMATION.

HMA FOR RADIAL SURFACES (SPRING LINE TO SPRING LINE) AT DRIVEWAYS, AND SIDE STREETS ARE PAID FOR AS PART OF DRIVEWAYS AND SIDE STREETS QUANTITIES AS SHOWN ON PLANS.  SEE HMA APPLICATION ESTIMATE AND DETAILS FOR MORE INFORMATION.

TO THE GREATEST EXTENT POSSIBLE, AND TO MINIMIZE THE TRAPPING OF WATER BETWEEN SURFACE ELEVATION DIFFERENTIALS, THE STAGING OF THE PAVEMENT MILLING OPERATION SHALL START ON THE OUTER LANES AND PROGRESS TO CONTIGUOUS LANES TOWARD THE CONSTRUCTION CENTERLINE.  FURTHERMORE, THE HMA PAVING WIDTH PLACED IN MULTIPLE PASSES, SHALL PROGRESS FROM THE CONSTRUCTION CENTERLINE TOWARD THE OUTER LANES.

THE ENGINEER MAY DIRECT THAT DRIVEWAYS, CULVERTS, SEWERS, OR OTHER CONSTRUCTION BE CONSTRUCTED PART-WIDTH AT A TIME TO MAINTAIN TRAFFIC OR PEDESTRIAN ACCESS.  THIS SHALL NOT BE A BASIS FOR ANY ADDITIONAL COMPENSATION OR EXTENSION OF TIME.
[bookmark: _Toc377804460]CONCRETE PAVING
THE CONTRACTOR SHALL NOT BE PERMITTED TO SUBSTITUTE INTEGRAL CURB AND GUTTER FOR SEPARATE CURB AND GUTTER WHEN SPECIFIED ON THE PLANS.

REPLACEMENT CURB TO BE EXPANSION ANCHOR TIED TO ADJACENT EXISTING CURB OR A FIBER JOINT PLACED AS DIRECTED BY THE ENGINEER PER ADJACENT EXISTING JOINT PATTERN.

ANY RANDOM, IRREGULARLY CRACKED NEW CONCRETE PAVEMENT OR CONCRETE CURB AND GUTTER THAT OCCURS BEFORE THE PAVEMENT IS OPENED TO TRAFFIC SHALL BE REMOVED AND REPLACED AT THE SOLE EXPENSE OF THE CONTRACTOR PRIOR TO OPENING THE PAVEMENT TO TRAFFIC.

TIME OF APPLICATION OF CURING COMPOUND
PLACE THE CURING COMPOUND WITHIN 30 MINUTES OF SCREEDING AND FLOATING THE FRESH CONCRETE PAVEMENT SURFACE OR WITHIN 15 MINUTES AFTER THE SHEEN FROM BLEED WATER HAS DISSIPATED, WHICHEVER IS GREATER.  WHERE APPLICABLE, APPLY THE SECOND COAT AFTER THE FIRST  COAT  DRIES,  BUT  DO  NOT  ALLOW  MORE  THAN 2 HOURS  BETWEEN  COATS.  TEMPORARILY SUSPEND PAVING OPERATIONS IF IT IS OBSERVED THAT THE MAXIMUM TIME LIMITATIONS BETWEEN FINISHING AND CURING, DESCRIBED ABOVE, HAVE BEEN EXCEEDED.  PLACE THE CURING  COMPOUND  ON  THE  EDGES WITHIN 30 MINUTES  AFTER  PERMANENT  REMOVAL  OF  CURING  BLANKETS.  IF FIXED-FORMS  ARE  REMOVED WITHIN 7 DAYS AFTER CONCRETE PLACEMENT, COAT THE SIDES OF THE PAVEMENT WITH CURING COMPOUND AFTER REMOVING THE FORMS.  MANUALLY OPERATED PRESSURE-TYPE SPRAYERS MAY BE USED TO COAT THE SIDES OF FORMED PAVEMENT WITH CURING COMPOUND, AS APPROVED BY THE ENGINEER.
[bookmark: _Toc377804461]DRAINAGE FEATURES
[bookmark: _Toc377804462]GENERAL
THE CONTRACTOR IS TO EXERCISE CARE TO AVOID SILTING OF WATERS OF THE STATE DURING CONSTRUCTION, PROVISIONS WILL BE MADE FOR CONTROL OF EROSION ON SHOULDERS AND SLOPES BY MEANS OF SEEDING, SODDING OR OTHER ACCEPTABLE METHODS ALLOWED BY EGLE PERMITS. 	Comment by Andrew Bates: Should this be on the SESC Sheet?

WATER LEVEL IS SUBJECT TO CHANGE.  THE CONTRACTOR IS RESPONSIBLE FOR MAKING HIS/HER OWN DETERMINATION OF WATER LEVELS THAT EXIST DURING CONSTRUCTION.

EXCAVATED MATERIAL SHALL NOT BE TEMPORARILY STORED IN THE 100 YEAR FLOOD PLAIN OR WETLAND.  EXCAVATED MATERIAL MUST NOT BE ALLOWED TO ERODE INTO THE RIVER.  THE CONTRACTOR SHALL NOT STORE EXCAVATED MATERIAL WITHIN THE CONSTRUCTION AREA. 

PROPOSED CULVERTS SHALL BE MEASURED IN THE FIELD BY THE CONTRACTOR TO VERIFY PROPOSED CULVERT SIZE LENGTH AND TYPE BEFORE ORDERING CULVERTS FOR THE PROJECT.
PIPE CULVERTS AND STORM SEWERS
ALL STORM SEWER PIPES SHALL BE REINFORCED CONCRETE PIPE (RCP) WITH THE SIZE AND CLASS AS SHOWN IN THE PLANS. 	Comment by Andrew Bates: To help the engineer not use anything other than Conc Pipe for sewer.

ALL SEWER TRENCHES SHALL BE BACKFILLED OR OTHERWISE PROTECTED BY THE END OF THE WORK DAY TO PROTECT LOCAL TRAFFIC AND PEDESTRIANS AS DIRECTED BY THE ENGINEER WHICH SHALL BE INCLUDED IN THE SEWER CONSTRUCTION.

INCREASED OR DECREASED WORK REQUIRED BY CHANGES IN SEWER OR CULVERT ELEVATIONS OF TWO FEET OR LESS WILL NOT BE CONSIDERED AS A BASIS FOR AN ADJUSTMENT IN CONTRACT UNIT PRICE.

LOCATIONS AND ELEVATIONS OF EXISTING UTILITIES SHOWN ON THE PLANS SHALL BE VERIFIED BY THE CONTRACTOR WITH THE UTILITY OWNERS, AND MAY REQUIRE EXPOSING THE UTILITY. EXPLORATION FOR EXISTING UTILITIES SHALL BE INCLUDED IN THE COST OF CONSTRUCTION OF THE RELATED PAY ITEMS.
[bookmark: _Toc377804463]DRAINAGE STRUCTURES
FINAL ADJUSTMENTS OF ALL STRUCTURES BOTH NEW AND EXISTING SHALL BE MADE PRIOR TO PLACING THE FINAL SURFACE COURSE OF HMA. STRUCTURE RIM SHALL BE WITHIN 0.25 INCHES OF FINAL ELEVATION OF HMA OR CONCRETE PAVEMENT USING THE 10 FOOT STRAIGHT EDGE METHOD.  CORRECTIONS TO MEET THIS TOLERANCE ARE AT THE CONTRACTOR’S COST. 

WHEN EXCAVATING FOR UTILITY CONSTRUCTION IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO:

BEFORE EACH DAYS WORK, OR WHEN MOVING TO A NEW AREA OF WORK, DETERMINE AND EVALUATE THE LOCATION OF ALL UNDERGROUND FACILITIES IN THE AREA. IF LOCATION STAKES HAVE BEEN REMOVED OR DO NOT APPEAR CORRECT, THE CONTRACTOR SHALL NOT EXCAVATE UNTIL ALL UTILITIES HAVE HAD AN OPPORTUNITY TO CHECK THEIR LOCATIONS. ANY DELAYS INCURRED, DUE TO CHECKING OR RESTAKING OF UTILITIES, SHALL NOT BE A BASIS FOR ADDITIONAL COMPENSATION OR TIME. 

WHEN EXCAVATING FOR UTILITY CONSTRUCTION, THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO PROTECT THE EXISTING GAS, WATER AND SANITARY FACILITIES, BY THE USE OF SHEETING OR OTHER METHODS AS APPROVED BY THE ENGINEER, INCLUDED IN THE SEWER CONSTRUCTION.

UNSOUND PORTIONS OF EXISTING STRUCTURES SHALL BE REPAIRED TO MAINTAIN STRUCTURAL INTEGRITY AND SHALL BE PAID FOR AS PUBLIC UTILITY STRUCTURE, ADJ, ADD DEPTH (FT).

SUMP DEPTH IS FROM LOWEST EXISTING OR PROPOSED INVERT.  CATCH BASIN (CB) MEANS 2 FT SUMP INCLUDED IN DRAINAGE STRUCTURE PAY ITEM.  INLETS (INL) AND MANHOLES (MH) DO NOT HAVE A SUMP. SEDIMENT TRAP CATCH BASIS HAVE A 4 FT SUMP OR AS OTHERWISE SHOWN ON PLANS.  LEACHING BASINS WHERE CALLED FOR ON THE PLANS ARE INCLUDED IN THE DRAINAGE STRUCTURE PAY ITEM.
[bookmark: _Toc377804464]PRECAST THREE-SIDED, ARCH, AND BOX CULVERTS (SECTION 40)
SEE BRIDGE NOTES IN GENERAL NOTES FOR BRIDGES WORD DOCUMENT.
[bookmark: _Toc377804465]STRUCTURES (SECTION 700)
[bookmark: _Toc377804466]BRIDGE
SEE BRIDGE NOTES IN GENERAL NOTES FOR BRIDGES WORD DOCUMENT.
[bookmark: _Toc377804467]TEMPORARY ROAD
CONSTRUCTION OF TEMPORARY ROADS, WHERE SHOWN ON THE PLANS OR AS DIRECTED BY THE ENGINEER SHALL INCLUDE: EARTH EXCAVATION AND STRIPPING, GRADING, PLACING AND COMPACTION OF FILLS AND EMBANKMENTS, PLACING AND COMPACTION OF BASE MATERIALS, HMA SURFACE, AND SHOULDERS AS INCLUDED IN THE CONTRACT UNIT PRICE FOR THE FOLLOWING ITEMS: MAINTENANCE GRAVEL (TON), AND HMA, _ (TON). 

THE LOCATION OF TEMPORARY ROADS SHOWN ON THE PLANS IS APPROXIMATE ONLY AND MAY BE ADJUSTED BY THE ENGINEER AS NEEDED TO PROVIDE FOR TRAFFIC SAFETY AS DETERMINED BY THE ROAD COMMISSION. THE ENGINEER MAY AUTHORIZE THE USE OF GUARDRAIL OR ANY OTHER MEASURE NECESSARY TO PROTECT THE TRAFFIC. 

REMOVAL OF TEMPORARY ROADS SHALL BE MEASURED AND PAID FOR AS OBLITERATE OLD ROAD (STA) AND SHALL BE IN ACCORDANCE WITH SECTION 207 OF THE MDOT STANDARD SPECIFICATIONS EXCEPT THAT REMOVAL OF TEMPORARY HMA SURFACE, FILLS AND EMBANKMENTS, AGGREGATES AND TEMPORARY STRUCTURES AND CULVERTS SHALL BE REMOVED AND DISPOSED OF BY THE CONTRACTOR AND WILL BE INCLUDED IN THE CONTRACT ITEM FOR OBLITERATE OLD ROAD (STA).

IT IS INTENDED THAT THE STRUCTURES WITHIN THE TEMPORARY ROAD, CALLED OUT TO BE ADJUSTED, SHALL BE MATCHED WITH RESPECT TO GRADE ON THE TEMPORARY ROADWAY. THESE STRUCTURES SHALL BE ADJUSTED DURING THE CONSTRUCTION OF THE FINAL STAGE AND PAID FOR ACCORDING TO THEIR RESPECTIVE PAY ITEM AS DIRECTED BY THE ENGINEER. IF ANY STRUCTURES MUST BE ADJUSTED OR RECONSTRUCTED TWICE, DUE TO CONSTRUCTION OF THE TEMPORARY ROAD, THESE STRUCTURES SHALL BE PAID FOR TWICE.
NON-MOTORIZED FACILITIES
[bookmark: _Toc377804468]SIDEWALK
STRIPPING AND EXCAVATION, EARTH FOR SIDEWALK CONSTRUCTION WILL BE PAID AT THE CONTRACT UNIT PRICE FOR EXCAVATION, EARTH, RCOC (SYD) (USE WHEN PATH IS NOT CONSTRUCTED ALONG WITH ROADWAY EARTHWORK) 

OR 

EXCAVATION, EARTH (CYD) (USE WHEN PATH IS CONSTRUCTED ALONG WITH ROADWAY EARTHWORK). 

EMBANKMENT WHERE REQUIRED SHALL BE APPROVED MATERIAL OR GRANULAR MATERIAL, CL II AND IS INCLUDED IN THE CONTRACT UNIT PRICE FOR EXCAVATION, EARTH, RCOC (SYD) (USE WHEN PATH IS NOT CONSTRUCTED ALONG WITH ROADWAY EARTHWORK) 
OR EMBANKMENT, CIP (CYD) (USE WHEN PATH IS CONSTRUCTED ALONG WITH ROADWAY EARTHWORK). GRADE PREPARATION, FINAL TRIM, AND CLEANUP SHALL BE INCLUDED AS A PART OF SIDEWALK CONSTRUCTION.

SIDEWALK IS SUSCEPTIBLE TO CRACKING.  THEREFORE, ONCE IT HAS BEEN PLACED, OR IF IT IS EXISTING SIDEWALK, THE CONTRACTOR SHALL NOT PUT ANY EQUIPMENT OF ANY KIND ON IT, FOR ANY REASON, EVEN FOR TURF ESTABLISHMENT OR RESTORATION WORK OUTSIDE THE SIDEWALK.  THE CONTRACTOR SHALL PLAN AND STAGE NECESSARY WORK OUTSIDE THE SIDEWALK TO PREVENT THE PLACEMENT OF ANY EQUIPMENT ON THE SIDEWALK, EXISTING OR NEW. CRACKED, CHIPPED, SPALLED, OR DAMAGED SIDEWALK, NEW OR EXISTING, SHALL NOT BE ACCEPTED AND SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE.

SIDEWALK SHALL BE DELINEATED WITH JOINTS THROUGH ALL APPROACHES, EXCEPT AT SIDE STREETS OR INTERSECTIONS. SIDEWALK SHALL BE STAKED AND THE MAXIMUM CROSS-SLOPE (TRANSVERSE) SLOPE OF SIDEWALKS, FOR THEIR FULL WIDTH, THROUGH ALL APPROACHES, EXCEPT AT SIDE STREETS AND INTERSECTIONS, SHALL BE 2% MAXIMUM.  IF ATTAINING THESE REQUIREMENTS NECESSITATES PLACING SIDEWALK THROUGH THE DRIVE INDEPENDENT OF THE REST OF THE APPROACH, THEN THE CONTRACTOR SHALL PERFORM THE WORK PER THE PROJECT ENGINEER. CONCRETE WITHIN AN APPROACH THAT IS ALSO SIDEWALK SHALL BE PAID ONLY AS SIDEWALK. PAYMENT SHALL INCLUDE JOINTING, TOOLED OR SAWED.

FAILURE TO PROVIDE THE PROPER DELINEATION OR CROSS-SLOPE FOR THE FULL WIDTH OF THE SIDEWALK, ON THE PROPER LINE, SHALL RESULT IN REMOVAL AND REPLACEMENT OF THE APPROACH AND/OR SIDEWALK AT THE CONTRACTOR'S EXPENSE.

HMA SIDEWALK FOR THIS PROJECT IS LESS THAN 10 FOOT IN WIDTH AND WILL BE PAID AS “SHARED USE PATH, HMA (TON)”.
SHARED USE PATH (BICYCLE FACILITIES)
<<PUT NOTES HERE>>
[bookmark: _Toc377804471]DRIVEWAYS AND SIDE STREETS
[bookmark: _Toc377804472]NOTHING HERE YET…
[bookmark: _Hlk47081869]DRAWING NOTES
[bookmark: _Toc377804473]PLANS SHEETS
THE EXISTING RIGHT-OF-WAY LABELS ARE BASED ON THE DISTANCE FROM THE CENTER OF RIGHT-OF-WAY.

TAPER LENGTHS ARE BASED ALONG CENTERLINE ALIGNMENT.

RADII GIVEN FOR CURB RETURNS ARE TO THE BACK OF CURB (B/C) WHEN SEPARATE CONCRETE PAVEMENT IS USED.  IF INTEGRAL CURB AND GUTTER CONCRETE PAVEMENT IS BEING USED OR HMA PAVEMENT WITH CONCRETE CURB AND GUTTER THEN RADII ARE TO THE BACK OF CURB (B/C).
[bookmark: _Toc377804474]PROFILE NOTES
EDGE OF PAVEMENT (E/P) GRADES ARE GIVEN FOR CURB AND GUTTER SECTIONS AND PAVED SHOULDER SECTIONS. FOR CURB AND GUTTER SECTIONS (E/P) IS THE SAME AS EDGE OF METAL (E/M). CURB AND GUTTER ENDINGS WILL RECEIVE CURB DROPS AS DETAILED IN THE PLANS.

WHEN END SECTIONS ARE SHOWN ON CULVERTS AND SEWER STUBS; STATION, OUT, AND INVERTS ARE GIVEN AT END SECTION LIP. THE CALL OUT FOR PIPE LENGTH AND PIPE GRADE ON PLAN OR PROFILE INCLUDES THE LENGTH OF THE END SECTION PER MDOT STANDARD PLANS. HOWEVER, ACTUAL PIPE PAY LENGTH SHALL DEDUCT THE “L” LENGTH OF END SECTION IN ACCORDANCE WITH MDOT STANDARD PLANS R-88 SERIES FOR STEEL END SECTION OR THE “D” LENGTH OF END SECTION IN ACCORDANCE WITH MDOT STANDARD PLAN R-86 SERIES FOR PRECAST CONCRETE ENDS SECTION FOR PIPE CULVERT.
DRAINAGE STRUCTURES
STATION AND OFFSET OF ALL DRAINAGE STRUCTURES ARE CALLED OUT AT CENTER OF DRAINAGE STRUCTURE COVER PER MDOT STANDARD PLAN OF COVER.  ADJUST LOCATION OF BASE OF 48 INCH AND LARGER DIAMETER STRUCTURES TO HAVE CENTER OF TOP OF ECCENTRIC CONE AT PROPER LOCATION TO RECEIVE COVER AT STATION AND OUT SHOWN ON PLANS.

STRUCTURE COVER ELEVATIONS ON THE PLANS REFERENCE THE LOWEST POINT FROM THE EDGE OF PAVEMENT (E/P) AND THE OFFSETS ARE ADJUSTED FROM THE E/P TO DEPICT THE CENTER OF THE DRAINAGE STRUCTURE COVER.	Comment by Peters, Andrew: Drainage structures elevations and offsets should be detailed to the center of structure covers. J-covers-is is the center of structure, K-covers are not. Verify your curb and gutter assemblies in C3D and offset the structures to the proper location in CAD per chart below. The chart below is for reference, remove from General Notes. 

VARIOUS COVER TYPES, ELEVATION ADJUSTMENTS FROM E/P TO THE LOW POINT, AND OFFSET ADJUSTMENTS, AS PER MDOT STANDARD DETAILS ARE AS FOLLOWS, AND ARE FOR INFO ONLY:	Comment by Peters, Andrew: FOR IMFORMATION ONLY – DELETE THIS.

	COVER TYPE
	∆ ELEVATION (FEET)
	∆ OFFSET (FEET)

	TYPE C
	-0.11
	1.25

	TYPE D
	-0.04
	1.00

	TYPE J
	-0.13
	1.29

	TYPE K FOR C5, C6, F5, AND F6*
	-0.11
	1.53

	TYPE K FOR C3,C4, F3, AND F4
	-0.11
	1.03

	*6 INCHES OF CURB ARE IN FRONT OF FLANGE.

	NOTE: ROUND STRUCTURE COVERS (I.E. TYPE B, G AND E) DO NOT HAVE ANY OFFSET ADJUSTMENT AND THE ELEVATIONS ARE TO THE RIM.



PROPOSED COVER ELEVATION ON EXISTING OR PROPOSED B AND G TYPE COVERS AS SHOWN OR DIRECTED BY THE ENGINEER TO MATCH ADJACENT PAVEMENT OR GROUND.
[bookmark: _Toc377804475]MISCELLANEOUS PAY  ITEMS
THE FOLLOWING ITEMS OF WORK WILL NOT BE PAID FOR SEPARATELY AND ARE INCLUDED IN OTHER ITEMS OF WORK AND SHALL BE DONE AS REQUIRED BY THE ENGINEER.

INCLUDED IN EXCAVATION, EARTH:
· REMOVING TREES LESS THAN 3 INCH DIAMETER	Comment by Andrew Bates: Never a pay item….
· REMOVING SHRUBS AND BUSHES
· REMOVING HMA CURBS
· REMOVING EDGEDRAIN, UNDERDRAIN, FRENCH DRAINS, OR DRAINAGE TILE
· REMOVING, RESETTING, OR DISPOSING OF CONCRETE BUMPER BLOCKS OR WOODEN/CONCRETE RAILROAD TIES
· RELOCATING ORNAMENTAL ROCKS AND BOULDERS TO THE RIGHT-OF-WAY LINE
· REMOVING ABANDONED UTILITY CONDUIT AND INTERNAL COMPONENTS
· REMOVING GAS MAIN
· REMOVING GEOTEXTILE FABRIC
· REMOVING GEOGRID
· EXCAVATION, ROCK	Comment by Andrew Bates: Actual pay items that are NEVER in RCOC projects.
· PROJECT CLEANUP
· CLEARING

INCLUDED IN HMA PAY ITEMS:
· HMA BOND COAT
· SWEEPING PAVEMENT
· PAVT, CLEANING	Comment by Andrew Bates: Actual Pay Items that MAY not be in project.  If you think you will need them put them in the contract otherwise put them here.

INCLUDED IN PAVEMENT OR CURB REMOVAL ITEMS:
· SAWING, FOR PAVEMENT AND CURB REMOVAL

INCLUDED IN CONCRETE ITEMS:
· CONCRETE ADMIXTURES

THE FOLLOWING ITEMS OF WORK SHALL BE DONE AS THEY APPLY THROUGHOUT THE PROJECT OR AS DIRECTED BY THE ENGINEER. THESE ITEMS ARE NOT DETAILED OR INCLUDED ELSEWHERE ON THE PLANS.

MOBILIZATION, MAX. __ (LSUM)
HMA PATCH, REM (SYD)
_UTILITY POLE, REM (EA)
JOINT AND CRACK, CLEANOUT (FT)
PAVT JOINT AND CRACK REPR, DET 7 (FT)
PAVT JOINT AND CRACK REPR, DET 8 (FT)
HAND PATCHING (TON)
_PAVT, CLEANING, RCOC (LSUM)
_POST, FLEXIBLE, DELINEATOR, RCOC (EA)
_EXPLORATORY INVESTIGATION, UTILITY, RCOC (CYD)
DR STRUCTURE, ADJ, ADD DEPTH (FT)
SUBGRADE UNDERCUTTING, TYPE II (CYD)
_SUBGRADE UNDERCUTTING, 21AA (CYD)
_SUBGRADE UNDERCUTTING, 3 BY 1 (CYD)
_GEOTEXTILE, STABILIZATION, NON-WOVEN, RCOC (SYD)
_ROAD GRADE BIAXIAL GEOGRID, RCOC (SYD)
_COLD WEATHER PROTECTION, PAVEMENT (SYD)
_COLD WEATHER PROTECTION, CURB (FT)
_SEEDING MIXTURE CR (LB)
_SEEDING MIXTURE ES, RCOC (LB)
MULCH BLANKET, HIGH VELOCITY (SYD) 
_MULCH BLANKET, TEMP, RCOC (SYD)
DUST PALLIATIVE, APPLIED (TON)
_SPRINKLER LINE (FT)
_SPRINKLER HEAD, RELOCATE (EA)
_SPRINKLER HEAD, REPLACE (EA)
VIDEO TAPING SEWER AND CULV PIPE (FT)
TRENCH UNDERCUTTING AND BACKFILL (CYD)

[bookmark: _Toc377804477]MONUMENT PRESERVATION
WORK ASSOCIATED WITH MONUMENT PRESERVATION AND PROTECT CORNERS SHALL BE THE RESPONSIBILITY OF THE ROAD COMMISSION FOR OAKLAND COUNTY (RCOC).  THE RCOC OR ITS ASSIGNS SHALL PERPETUATE BY WITNESSING ALL PUBLIC LAND SURVEY CORNERS AND PROPERTY CONTROLLING CORNERS AND THEIR WITNESSES LOCATED WITHIN THE CONSTRUCTION AREA THAT ARE EXPECTED TO BE DISTURBED BY THE CONSTRUCTION PROCESS.  THE RCOC OR ITS ASSIGNS WILL RE-ESTABLISH ALL CORNERS DISTURBED BY THE CONSTRUCTION.

IT WILL BE THE RESPONSIBILITY OF THE CONTRACTOR TO NOTIFY THE PROJECT ENGINEER A MINIMUM OF 10 WORKING DAYS PRIOR TO STARTING WORK WHICH IS EXPECTED TO DISTURB SAID CORNERS AND/OR THEIR WITNESSES.  THE CONTRACTOR SHALL NOT COMMENCE ANY CONSTRUCTION THAT WOULD POTENTIALLY DISTURB EXISTING SAID CORNERS OR THEIR WITNESSES UNTIL AUTHORIZED IN WRITING BY THE ENGINEER.

CONTACT:
JOSEPH C. KAPELCZAK, P. S. 
OAKLAND COUNTY PLAT ENGINEER
OAKLAND COUNTY REGISTER’S OFFICE
1200 NORTH TELEGRAPH ROAD
PONTIAC, MI 48341
CELL: (248) 939-2049
FAX: (248) 363-1646
EMAIL: JKAPELCZAK@JCKINC.COM

USER NOTE:  LABEL MONUMENT CORNERS/POINTS ON THE PLANS AS EITHER “PROTECT” OR “PRESERVE” AS OUTLINED IN SPEC BOOK.
[bookmark: _Toc377804476]TRAFFIC OPERATIONS CENTER (TOC)	Comment by Peters, Andrew: This section is dedicated to projects with pucks or loops for PM projects. If you have neither delete. Consult Jerry Jehle for more information. 
TRAFFIC LOOPS
REMOVAL OF EXISTING TRAFFIC LOOPS ARE NOT PAID FOR SEPARATELY AND ARE INCLUDED IN OTHER ITEMS OF WORK.
TRAFFIC LOOPS SHALL BE PLACED IN THE LEVELING COURSE OF HMA ASPHALT.  PLACE THE SEALANT BELOW THE SURFACE OF THE ASPHALT TO PREVENT BLEEDING INTO THE NEXT LAYER OF ASPHALT.  ALLOW THE SEALANT TO CURE BEFORE PLACING A LAYER OF ASPHALT PAVING OVER THE LOOPS.  SAWING SLURRY SHALL BE COMPLETELY CLEANED AND REMOVED PRIOR TO OPENING TO TRAFFIC AND PLACING NEXT LIFT OF HMA.
PROPOSED TRAFFIC LOOPS SHALL BE 6’ X 15’
PROPOSED TRAFFIC LOOP LIMITS WILL BE FROM THE PROPOSED LOOPS TO THE EXISTING HANDHOLE.
UTILIZE EXISTING HANDHOLES.  NEW MATERIAL FROM THE PROPOSED LOOP TO THE EXISTING HANDHOLE IS INCLUDED IN THE PROPOSED TRAFFIC LOOP PAY ITEM.
PRIOR TO MILLING THE EXISTING PAVEMENT AND LOOPS, THE CONTRACTOR SHALL MEET THE RCOC SIGNAL INSPECTOR IN THE FIELD TO FIELD LOCATE ALL OF LOCATIONS.  THE CONTRACTOR SHALL PROVIDE AN AS-BUILT TO RCOC PRIOR TO MILLING.
THE MANUFACTURER SHALL GUARANTEE THAT ALL MATERIAL SUPPLIED SHALL BE FREE FROM ALL DEFECTS IN MATERIALS AND WORKMANSHIP FOR A PERIOD OF (2) YEARS FROM DATE OF SHIPMENT. THE WARRANTY OFFERED BY THE MANUFACTURER MUST BE ASSIGNED TO THE ROAD COMMISSION FOR OAKLAND COUNTY.
TRAFFIC LOOPS WILL BE MEASURED AS A UNIT. THE ITEM SHALL BE AS INDICATED ON THE PLANS TO INSTALL A NEW TRAFFIC LOOP INTO AN EXISTING LOOP INSTALLATION AT THE INTERSECTION. THE CONTRACT UNIT PRICE EACH SHALL BE PAYMENT IN FULL FOR FURNISHING AND INSTALLING ALL LABOR, EQUIPMENT, AND MATERIALS.
WIRELESS VEHICLE SENSOR NODE
PRIOR TO MILLING THE EXISTING PAVEMENT AND NODES, THE CONTRACTOR SHALL MEET THE RCOC SIGNAL INSPECTOR IN THE FIELD TO FIELD LOCATE ALL OF LOCATIONS.  THE CONTRACTOR SHALL PROVIDE AN AS-BUILT TO RCOC PRIOR TO MILLING.
THE MANUFACTURER SHALL GUARANTEE THAT ALL MATERIAL SUPPLIED SHALL BE FREE FROM ALL DEFECTS IN MATERIALS AND WORKMANSHIP FOR A PERIOD OF (2) YEARS FROM DATE OF SHIPMENT. THE WARRANTY OFFERED BY THE MANUFACTURER MUST BE ASSIGNED TO THE ROAD COMMISSION FOR OAKLAND COUNTY. 
PROTECTION AND RESTORATION OF PRIVATE PROPERTY
MAILBOXES
[bookmark: _Hlk47081843]POST, MAILBOX (EA) IS ESTIMATED BY COUNTING EACH MAILBOX REGARDLESS OF HOW IT IS SUPPORTED.  THIS PAY ITEM WILL ONLY BE PAID ONCE PER EACH MAILBOX REGARDLESS TO HOW MANY TIMES IT IS MOVED.

MAILBOX ASSEMBLIES SHALL BE CONSTRUCTED IN ACCORDANCE WITH LOCAL POSTAL REGULATIONS.

CONTRACTOR MUST REPAIR OR REPLACE MAILBOXES AND/OR POSTS THE CONTRACTOR MAY DAMAGE.  THIS WORK SHALL BE DONE AS DIRECTED BY THE ENGINEER AND NO ADDITIONAL COMPENSATION WILL BE PAID.
[bookmark: _Toc377804469]IRRIGATION SYSTEMS/SPRINKLERS (TRADITIONAL)
SPRINKLER SYSTEMS WITHIN THE PROJECT LIMITS, OR IMPACTED BY THE WORK OF THIS CONTRACT, SHALL BE REPAIRED WITH AT LEAST EQUAL QUALITY MATERIALS AND WORKMANSHIP, TO A FUNCTIONING CONDITION AT LEAST AS GOOD AS EXISTED PRIOR TO THE BEGINNING OF THE PROJECT.

FOR THE CONTRACTOR TO BE REIMBURSED FOR IRRIGATION/SPRINKLER SYSTEM REPAIRS, BEFORE ANY CONTRACT WORK BEGINS, CONTRACTOR SHALL ARRANGE A WALK-THROUGH WITH THE PROPERTY OWNER OR DESIGNATED REPRESENTATIVE, ACCOMPANIED BY THE PROJECT ENGINEER OR INSPECTOR, FOR EACH ADJACENT PROPERTY, FOR THE PURPOSE OF DETERMINING AND EVALUATING THE EXISTING SPRINKLER SYSTEM DESIGN (LOCATION AND TYPES OF LINES, HEADS, VALVES, CONTROLLERS) AND IT'S FUNCTIONALITY AND INTEGRITY. 

IRRIGATION/SPRINKLER SYSTEM DESIGN INFORMATION SHALL BE DOCUMENTED BY THE CONTRACTOR WITH SKETCHES, DRAWINGS AND NARRATIVE, AND SHALL BE SUBMITTED TO AND USED BY THE PROJECT ENGINEER TO VERIFY NEED AND APPROVE ANY REPAIRS TO THE SYSTEM AND SUBSEQUENT PAYMENT.

NO PAYMENT SHALL BE MADE FOR REPAIRS NOT DEEMED NECESSARY AND APPROVED BY THE PROJECT ENGINEER AS A RESULT OF THIS WALK-THROUGH AND EVALUATION PROCESS.  FAILURE OF THE CONTRACTOR TO FULFILL THESE REQUIREMENTS WILL CAUSE THE PROJECT ENGINEER TO MAKE THE REPAIRS AND CHARGE THE FULL COST TO THE CONTRACTOR AS A CONTRACT ADJUSTMENT.

SPRINKLER HEADS SHALL NOT BE COVERED WHEN PLACING TOPSOIL AND SOD.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE CAUSED BY THE CONTRACTOR OR CONTRACTOR OPERATIONS TO SPRINKLER SYSTEMS OUTSIDE THE PROJECT LIMITS OR SLOPE STAKE LINE.
OTHER
THE CONTRACTOR SHALL RELOCATE ORNAMENTAL OBJECTS OR PERSONAL PROPERTY (ROCKS, BRICK PAVERS, LANDSCAPE TIMBERS, ETC.) TO THE RIGHT-OF-WAY LINE OR AS DIRECTED BY ENGINEER. NO ADDITIONAL PAYMENT WILL BE MADE FOR THIS ACTIVITY.

WHEN PRIVATE PERSONAL PROPERTY IS LOCATED IN THE RIGHT-OF-WAY AND SPECIFIED ON THE PLANS TO BE REMOVED OR RELOCATED BY OTHERS AND HAS NOT BEEN REMOVED, THEN THE CONTRACTOR SHALL REMOVE AND DISPOSE OF THE ITEMS AS A PART OF EXCAVATION, EARTH (CYD) WHEN DIRECTED BY THE ENGINEER.
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